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Maverick comes in two sizes – Medium & Large

Medium (IPD 55 – 63)

Large (IPD 64 – 72)



Tap Long Tap


Swipe Forward Swipe Backwards

 | 

 | 

Touch Geasures

Know your Maverick



Click


Long Press

Power Button 

Know your Maverick



Know your Maverick



Not Connected

Arcade

12:30 50%

Continue

EV00023 Connect

Serching for glasses...

Close

12:30 50%

EV00023 87%

DONE!

12:41

Next

12:30 50%

Using the app
Connecting Maverick

2. Open the app

�� Turn On Glasses

(press for over 1 sec 


till Blue led starts 


to blink)

3. Press here

4. Select and connect

5. Glasses connected

6. Go through/Skip 

     personal adjust

E-Arcade

12:30 50%



Using the app

Arcade

EV00023 86%

12:30 50%

Auto. Brightness

Off

Proximity

On

EV00023 86%

12:30 50%

Support

Last update 11.1.22

Model Name EV00023

Model Size Medium

Serial Number 111801D0726

Version 1.13

Sensor Calibration

Forget This Glasses

EV00023 87%

Settings

12:30 50%

Glasses adjustSettings



Using the app

EV00023 86%

Arcade

END

Playing...

12:30 50%

EV00023 86%

END

Arcade

Playing...

up

12:30 50%

EV00023 86%

Arcade

END

Playing...

tic tac toe

12:30 50%

(Tic tac toe, Ninja) (Snake, Invaders) (Sky Flutter)

HUD Control App Controller Tap control



HUD Display

To END Game

Swipe backwards

Hover for 1 second Hover for 1 secondHome screen

Mute/unmute sound Operational tipYellow dot is your courser



X

O

HUD Display

X

O

Invaders

Hover for 1 second Loading GameHover 

Games menu Swipe backwards to endChoosing game



Tap 


Centers the menu position

Tap to recenter menu

Touch Gestures



Swipe Backwards


Ends any game

Score: 0

Touch Gestures



Sensor Calibration

Turn & tilt in a figure-8

Calibrate Your Maverick



HUD Notification

First Use Recommendation

Follow app Calibration instructions

To ensure optimal performance

Calibrate Your Maverick
Last Calibration: Wed 8 Nov

To ensure optimal performance

Calibrate Your Maverick



Before you start

Turn On Glasses

Glasses On
Press for over 1 sec  


till Blue led starts  to blink



Before you start

Hold position should be after the hinge



Before you start

Temples must be wide open



Calibrate Maverick

Support

Last update 11.1.22

Model Name EV00023

Model Size Medium

Serial Number 111801D0726

Version 1.13

Sensor Calibration

Forget This Glasses

EV00023 87%

Settings

12:30 50%

Start Calibrate
Hold your glasses and wave them in a 

figure 8 motion for 10 sec.

Start

Waiting...

10

Sensor Calibration

12:30 50%

Calibrate Your Maverick
Take off your glasses and wave them in 

a figure 8 motion.

Start

Sensor Calibration

12:30 50%

Start Again

Great job!
Calibration process completed 

successfully

Calibration succeeded!

Sensor Calibration

12:30 50%



Calibrate Maverick

Take off your glasses and wave them in a figure 8 motion

https://vimeo.com/882876591/3ae5076d93


ENJOY MAVERICK

The information, data, drawings and the like contained in this document are proprietary to Everysight and strictly secret and confidential, and are supplied with the understanding that they will be held 
secret and confidential. The disclosure by Everysight of information contained herein does not constitute any license or authorization to use or disclose information, ideas or concepts presented. No part 
of this document may be disclosed to any third party, copied, reproduced or stored on any type of media or used in any way by any party without the specific prior written authorization from Everysight, 
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